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(6) If a performance test was con-
ducted during the reporting period, the 
results of that test. 

(7) If no exceedances or malfunctions 
were reported under paragraphs (b)(3) 
through (b)(5) of this section for the 
calendar year being reported, a state-
ment that no exceedances occurred 
during the reporting period. 

(8) Any use of the bypass stack, the 
duration, reason for malfunction, and 
corrective action taken. 

(9) For affected facilities as defined 
in § 60.50c(a)(3) and (4), records of the 
annual air pollution control device in-
spection, any required maintenance, 
and any repairs not completed within 
10 days of an inspection or the time-
frame established by the Adminis-
trator. 

(10) For affected facilities as defined 
in § 60.50c(a)(3) and (4), records of each 
bag leak detection system alarm, the 
time of the alarm, the time corrective 
action was initiated and completed, 
and a brief description of the cause of 
the alarm and the corrective action 
taken, as applicable. 

(11) For affected facilities as defined 
in § 60.50c(a)(3) and (4), concentrations 
of CO as determined by the continuous 
emissions monitoring system. 

(e) The owner or operator of an af-
fected facility shall submit semiannual 
reports containing any information re-
corded under paragraphs (b)(3) through 
(b)(5) of this section no later than 60 
days following the reporting period. 
The first semiannual reporting period 
ends 6 months following the submission 
of information in paragraph (c) of this 
section. Subsequent reports shall be 
submitted no later than 6 calendar 
months following the previous report. 
All reports shall be signed by the facili-
ties manager. 

(f) All records specified under para-
graph (b) of this section shall be main-
tained onsite in either paper copy or 
computer-readable format, unless an 
alternative format is approved by the 
Administrator. 

(g) For affected facilities, as defined 
in § 60.50c(a)(3) and (4), that choose to 
submit an electronic copy of stack test 
reports to EPA’s WebFIRE data base, 
as of December 31, 2011, the owner or 
operator of an affected facility shall 
enter the test data into EPA’s data 
base using the Electronic Reporting 
Tool located at http://www.epa.gov/ttn/ 
chief/ert/ertltool.html. 

[62 FR 48382, Sept. 15, 1997, as amended at 74 
FR 51413, Oct. 6, 2009; 76 FR 18413, Apr. 4, 
2011] 

TABLE 1A TO SUBPART Ec OF PART 60—EMISSIONS LIMITS FOR SMALL, MEDIUM, AND 
LARGE HMIWI AT AFFECTED FACILITIES AS DEFINED IN § 60.50c(a)(1) AND (2) 

Pollutant Units (7 percent oxy-
gen, dry basis) 

Emissions limits 

Averaging time 1 

Method 
for 

demonstrating 
compliance 2 

HMIWI size 

Small Medium Large 

Particulate 
matter.

Milligrams per dry 
standard cubic 
meter (grains per 
dry standard cubic 
foot).

69 (0.03) .... 34 (0.015) .. 34 (0.015) ..... 3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 5 of ap-
pendix A–3 of 
part 60, or EPA 
Reference Meth-
od M 26A or 29 of 
appendix A–8 of 
part 60. 

Carbon mon-
oxide.

Parts per million by 
volume.

40 .............. 40 .............. 40 .................. 3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 10 or 10B 
of appendix A–4 
of part 60. 
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Pollutant Units (7 percent oxy-
gen, dry basis) 

Emissions limits 

Averaging time 1 

Method 
for 

demonstrating 
compliance 2 

HMIWI size 

Small Medium Large 

Dioxins/ 
furans.

Nanograms per dry 
standard cubic 
meter total dioxins/ 
furans (grains per 
billion dry standard 
cubic feet) or 
nanograms per dry 
standard cubic 
meter TEQ (grains 
per billion dry stand-
ard cubic feet).

125 (55) or 
2.3 (1.0).

25 (11) or 
0.6 (0.26).

25 (11) or 0.6 
(0.26).

3-run average (4- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 23 of ap-
pendix A–7 of 
part 60. 

Hydrogen 
chloride.

Parts per million by 
volume or percent 
reduction.

15 or 99% .. 15 or 99% .. 15 or 99% ..... 3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 26 or 26A 
of appendix A–8 
of part 60. 

Sulfur dioxide Parts per million by 
volume.

55 .............. 55 .............. 55 .................. 3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 6 or 6C of 
appendix A–4 of 
part 60. 

Nitrogen ox-
ides.

Parts per million by 
volume.

250 ............ 250 ............ 250 ................ 3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 7 or 7E of 
appendix A–4 of 
part 60. 

Lead ............. Milligrams per dry 
standard cubic 
meter (grains per 
thousand dry stand-
ard cubic feet) or 
percent reduction.

1.2 (0.52) or 
70%.

0.07 (0.03) 
or 98%.

0.07 (0.03) or 
98%.

3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 29 of ap-
pendix A–8 of 
part 60. 

Cadmium ..... Milligrams per dry 
standard cubic 
meter (grains per 
thousand dry stand-
ard cubic feet) or 
percent reduction.

0.16 (0.07) 
or 65%.

0.04 (0.02) 
or 90%.

0.04 (0.02) or 
90%.

3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 29 of ap-
pendix A–8 of 
part 60. 

Mercury ........ Milligrams per dry 
standard cubic 
meter (grains per 
thousand dry stand-
ard cubic feet) or 
percent reduction.

0.55 (0.24) 
or 85%.

0.55 (0.24) 
or 85%.

0.55 (0.24) or 
85%.

3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 29 of ap-
pendix A–8 of 
part 60. 

1 Except as allowed under § 60.56c(c) for HMIWI equipped with CEMS. 
2 Does not include CEMS and approved alternative non-EPA test methods allowed under § 60.56c(b). 

[74 FR 51414, Oct. 6, 2009, as amended at 76 FR 18414, Apr. 4, 2011] 

TABLE 1B TO SUBPART Ec OF PART 60—EMISSIONS LIMITS FOR SMALL, MEDIUM, AND 
LARGE HMIWI AT AFFECTED FACILITIES AS DEFINED IN § 60.50C(a)(3) AND (4) 

Pollutant 
Units 

(7 percent oxygen, 
dry basis) 

Emissions limits 

Averaging time 1 
Method for 

demonstrating 
compliance 2 

HMIWI size 

Small Medium Large 

Particulate 
matter.

Milligrams per dry 
standard cubic 
meter (grains per 
dry standard cubic 
foot).

66 (0.029) .. 22 (0.0095) 18 (0.0080) ... 3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 5 of ap-
pendix A–3 of 
part 60, or EPA 
Reference Meth-
od M 26A or 29 of 
appendix A–8 of 
part 60. 

Carbon mon-
oxide.

Parts per million by 
volume.

20 .............. 1.8 ............. 11 .................. 3-run average (1- 
hour minimum 
sample time per 
run).

EPA Reference 
Method 10 or 10B 
of appendix A–4 
of part 60. 
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